CONGRATULATIONS FOR BEING SELECTIVE ENOUGH TO USE A DINAN HIGH FLOW MIDPIPE KIT. WE HAVE SPENT MANY HOURS DEVELOPING THIS KIT TO ASSURE THAT YOU WILL RECEIVE MAXIMUM PERFORMANCE AND DURABILITY WITH MINIMUM DIFFICULTY IN INSTALLATION. PLEASE TAKE THE TIME TO READ THESE INSTRUCTIONS AND CALL US IF YOU HAVE ANY DIFFICULTIES DURING THE INSTALLATION.

FAMILIARITY WITH BMW RECOMMENDED PROCEDURES IS REQUIRED TO INSTALL THIS KIT. THESE DOCUMENTS ARE AVAILABLE AT HTTP://WWW.BMWTECHINFO.COM/

DO NOT WORK ON VEHICLES SUPPORTED BY A JACK ONLY. USE SECURE JACK STANDS!

PARTS LIST

<table>
<thead>
<tr>
<th>Qty</th>
<th>Part #</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>D662-0423</td>
<td>Midpipe; Front</td>
</tr>
<tr>
<td>1</td>
<td>D662-0424</td>
<td>Midpipe; Rear</td>
</tr>
<tr>
<td>1</td>
<td>D662-9246</td>
<td>3.25&quot; Clamp</td>
</tr>
<tr>
<td>2</td>
<td>D662-9247</td>
<td>80mm Clamp</td>
</tr>
</tbody>
</table>
INSTALLATION:

1. Support the exhaust securely with a jack or a stand, then make the first cut on the stock mid-pipe at the BMW punch mark as shown in Figures 1 & 2. Before cutting the stock mid-pipe, hold the DINAN mid-pipe underneath stock midpipe to verify the length so the stock pipe will not be cut too short!
2. Remove stock midpipe from vehicle:
   - Loosen the clamp at the outlet of the catalytic converter.
   - Remove the nut from the hanger as shown in the photo.
   - Remove the stock midpipe from vehicle.
3. Install the Dinan front midpipe section (this pipe has a welded bracket for the hanger at the front):
   - Slip a 80mm clamp onto the front of the pipe.
   - Slip the end with the bracket onto the catalytic converter.
   - Reinstall the nut onto the bracket.
   - Reinstall the cross member.

Don't forget your clamp before installing.
4. Install the Dinan rear midpipe:
   - Slip a 3.25" clamp onto the front of the pipe.
   - Slip a 80mm clamp onto the rear of the pipe.
   - Make sure the clamp bodies face inward towards the center of the car, with the nut facing downwards towards the ground.
   - Slip the pipe onto the front midpipe.
   - Slip the muffler inlet into the rear of the Dinan midpipe.

Don’t forget to put on the clamps before installing the pipe. Make sure your clamps face in towards the center of the car.
5. Adjust the Dinan front midpipe section:
   - Starting at the front, rotate the front midpipe to make the hanger sit straight up and down.
   - The pipe should be level with the floor. Adjust as needed.
   - Lightly tighten the front clamp.

If the pipe is hanging down like this, you will need to adjust it by rotating it counter-clockwise.
6. Adjust the Dinan rear midpipe section:
   - Rotate the pipe until everything fits properly.
   - Start by slightly tightening both clamps so you can still move and rotate the pipe.
   - Rotating the pipe will change the gap where the pipe passes over the cross member (as in the photo).
   - Adjust pipe to obtain 5/16" to 3/8" clearance with cross member.

7. Adjust exhaust tip location:
   - Have another person hold the muffler in place.
   - Rotate the pipes to adjust the tip location.
   - When you are satisfied with the tip location, tighten all clamps.
   - Double-check for adequate clearance with the cross member.
   - Check for adequate clearance around all sides of the midpipe.
8. Drive car and get the exhaust hot. Recheck for adequate clearance in all areas. If necessary, let pipes cool before performing further adjustment

9. Happy Motoring!